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Lighting the Chureh 


NOVELTY Church Luminaires are created by craftsmen with over 45 years experience in architectural design 
and engineered lighting; assuring the church of the best, both in Art and Utility. 


CEILING TYPE 

Cat. Glass | 
No. Size Depth Lamps 

CH171 10” Dia. 434” 2-75 W 

CH172 12’ Dia, 614” 2-100 W 

CH173 14” Dia. 634” 3- 75 W | 


Modern Church Lighting equipment should embrace both “engineered lighting” principles and ecclesiastical 
design embodying the spirit and architecture of the Church; creating an atmosphere of restful comfort and 
meditation. 


The designs presented in this catalog are from a collection of thousands in our files to suit any problem in 
church lighting. The groupings of lanterns and companion pieces are only suggestive and many additional 
combinations are possible. 


These wiring diagrams show the Engineered lighting 
arrangement for all 12’, 14’ and 16’ diameter Nave 
Lanterns. 


Louver bottom with opal glass reflector to the right 
—————————————————— 


| 
| 
| BRACKET LANTERN 
| 


<a] Glass bottom to Cat. Body Height Wall 
the f€ft. Opal glass reflector is also available with glass No. Dia. O.A. Ext. Plate 
Bottom at slight additional charge. CH286 7’ sq. 22” 18144" 434"'x11" 
Be ¥ Lamp: 1-100 W 
: , @ 
Sheetfications 
OPTIONAL METAL FINISHES OPTIONAL GLASS PANELS 
Carefully blended colors are applied to enhance Any of the following types of glassware can be 
the detail of these fixtures. selected for church lighting fixtures. 
Antique Gold White Opalescent 
Burnt Brass Amber Opalescent 
Swedish Iron and Gold Clear Flint Acid Etched BALCONY OR SIDE AISLES 
Slate Black and Gold Amber Flint Acid Etched Csi; “Hedy Body) Length 
Statuary Bronze and Gold Amber Cathedral Acid Etched Wale is: Length 0. ae emp 
Des 12” 16” 4’ 1-200W 
Copper Lanterns: Old Copper or Black D9149 14” ~=«18” 4’ 1-300 W 


Samples of Finishes and Glare furnished on reguest, 


Additional Chain Hanger: Can be furnished at extra charge. Specify overall length required on each lantern, 
or specify ceiling height. 


Wiring: All fixtures furnished wired. (Lamps not Included). 
All 14” Dia. and 16” Dia. Nave Lanterns are wired for two circuits. 
12” Dia. Lanterns wired for two circuits on request only. 


NAVE LANTERN 


Packing: No extra charge. Cat. Body Body Length 


No. Dia. Length 0. A. Lamps 
D9191 10” 22” 6’ 1-200 W 

D9192. 12” 29” 10’ 1-200 & 3- 60 W 
D9193 14” 32" 10’ 1-300 & 3- 75 W 
D9194 16” 38” 10’ 1-500 & 3-100 W 


Access Doors For Relamping. 
BRACKET LANTERN eceee Doors For elamping POCKET LANTERN 


Cat. Body Height Wall Cat. 
PT Lighting E ugined? a an d De 1g ner ae at Go “ Ser utee No. Dia. O.A. Ext. Plate No. Width Height Ext. 
0 CH125 634” 19” 9%" = 444"x11 4" CH106 734" 12” 4” 


CH149 8” 2314" 11” 44"x144" Lamp: 1-100 W 


Prices: F. O. B. Cleveland, and are subject to change without notice. 


Shipping: Unless definite shipping instructions accompany your order, we will use our best judgment in 
routing shipments. 


All Units Approved By Underwriters’ Laboratories, Inc. 


CEILING TYPE 


CEILING AND PENDANT TYPE 


CH281 Pendant 1514” 
CH282 Ceiling 


PENDANT TYPE 


CEILING TYPE 


CEILING TYPE 


NAVE LANTERN 


POCKET LANTERN 


1-200 & 3- 60 W 
1-300 & 3- 75 W 
1-500 & 3-100 W 


POCKET LANTERN 


BRACKET LANTERN 


Access Doors For Relamping. 


Lamp: 1-100W 


NAVE LANTERN 


Cat. Body Body Length 


No. Dia. Length O.A. Lamps 
CH301 12” 32” 10’ 1-200 & 3- 60 W 
CH302 14” 40” 10’ 1-300 & 3- 75 W 
CH303 16” 45’ 10’ 1-500 & 3-100 W 


Removable louver bottom and side door. 


Body Body Length 


CH310 10” 23” 48” 1-200 W 


BRACKET LANTERN 

Roof Height Wall 

Dia. O. A. Plate Lamps 
7 =23'  AYe’x144" 1-150 W 
9” =2816" 444"'x16 14" 1-200 W 

12” 32" 414’x20" 1-300 W 


PENDANT LANTERN 


Dia. Length O.A. Lamps 
8” 20" = 48" 1-150 W 


PENDANT LANTERN 
Cat. Body Body Length 
No. Dia. Length O.A. Lamps 
CH161 10” 17” 6’ 1-150 W 
CH162 12” 20” 6’ 1-200 W 


NAVE LANTERN 
Cat. Body Body Length 
No. Dia. Length 0. A. Lamps 
CH121 10” 24" 6’ 1-200 W 
CH122 12” 30” 10’ 1-200 & 3- 60 W 
CH123 14” 35” 10’ 1-300 & 3- 75 W 
CH124 16” 40” 10’ 1-500 & 3-100 W 


Access Doors for Relamping. 


POCKET LANTERN 


Cat. 
No. Width Height Ext. 
CH126 744" 1234" 4" 


Lamp: 1-100 W 


CEILING TYPE 
Glass 


Size Depth Lamps 
10” Dia. 434” 2- 75 W 
12” Dia. 64” 2-100 W 
14” Dia. 634” 3-75 W 
16" Dia. 634” 3-100 W 


CEILING TYPE 


Cat. Roof 
No. Dia. Depth Lamps 


CH128 12” 614" 1-100 W 


BRACKET LANTERN 


Roof Height Wall 
Dia. 0. A. Plate 


81" 14" 4x11" 
84" 17” A eiext"" 


Extension: 11” 


CEILING TYPE 


BRACKET LANTERN 


Lamp: 1-100 W 


POCKET LANTERN 


44" 2-100 W 


Cat. 

No. 
D5727 
D5730 
D5731 
D5732 


Access Doors for Relamping. 


Body 
Dia. 
10” 
12" 
14” 
16” 


NAVE LANTERN 


1-200 & 3- 60 W 
1-300 & 3- 75 W 
1-500 & 3-100 W 


PENDANT LANTERN 


Cat. Body Length 
No. Dia. O. A. Lamps 

Ds709 «—«16” = 30” 3-100 W 
D8710 20" 3 42” 6-150 W 
D8711 24” =48” 6-200 W 


U. S. Patent Office 
MAY 25 1953 


BRACKET LANTERN 


Roof Height Wall 
Dia. O.A. Ext. Plate 

8" 1914" 914 4¥9"'x11" 1-100 W 
CH136 11” 25” 1844 439"'x14” 1-200 W 


PENDANT TYPE 


Cat. Body Length 

No. Dia. O. A. Lamps 
CH354 = :18”” 42!" 6-100 W 
CH355 =24”” 438" 6-200 W 


PENDANT LANTERN 
Cat. Body Body Length 
No. Dia. Length O.A. Lamps 
CH141 12” 20” 10’ 1-200 W 
CH142 14” 23” 10’ 1-300 W 
CH143 16” 26” 10’ 1-500 W 


Hinged Side Door. 


CEILING TYPE 


Cat. Body 
No. Dia. Depth Lamps 


Dssso 12” 14” 1-150 W 


PENDANT LANTERN 


Cat. Body Body Length 

No, Dia. Length 0O.A. Lamps 
CH233 10” 22” 6’ 1-200 W 
CH234 12” 29" 10’ 1-200 & 3- 60 W 
CH235 14” 32’ 10’ 1-300 & 3- 75 W 
CH236 16” 37” 10’ 1-500 & 3-100 W 


Access Doors for Relamping. 


BRACKET LANTERN 


POCKET LANTERN 


Cat. Roof Height Wall 
Cat No. Dia. O.A. Plate Lamps 
No. Width Height Ext. Ds722) 85" 14” . 436""x11"” 1-100 W 


CH237 734" = 1034” 4” D8723. 84" = 17” 
Lamp: 1-100 W Extension: 11” 


44x12" 1-150 W 


PENDANT LANTERN 


Cat. Body Body Length 

No. Dia. Length O.A. Lamps 
1724 Be 8? 3’ 1-150 W 
7725 «410% 22” 3’ 1-200 W 


Cat. 


No. 


BRACKET LANTERN 


Roof Height 

Size O. A. Ext. Lamps 
7770 «11"Sq. 20” 16” 
T771.—«18"'Sq. 24” ~— 18” 


CHAIN PENDANT LANTERN 


Cat. Roof Body Length 
No. Size Length 0. A. 
7780 11” Sq. By Es 48" 

7781 13” Sq. 21” 54” 


Optional—Solid Stem Hanger. 


1-150 W 
1-200 W 


PENDANT LANTERN 


Cat. Body Body Length 

No. Dia. Length 0O.A. Lamps 
D8747 12” = =.28”” 10’ 1-200 & 3- 60 W 
D8748 «14” 32” 10’ 1-300 & 3- 75 W 
D8749 16” 36” 10’ 1-500 & 3-100 W 


Access Doors for Relamping. 


Cat. 
No. 


7730 
7731 
7732 


CEILING TYPE 


Cat. Body 

No. Dia. Depth = Lamps 
7728 12h 5” 2- 75 W 
7729 14” 534” 2-100 W 
7733 16% {ins 2-150 W 


CEILING TYPE 


Cat. Body 

No. Dia. Depth Lamps 
7726 = 8" 10” 1-100 W 
7727—=«10" 12” 1-150 W 


BRACKET LANTERN 


Body Height Wall 
Dia. O.A. Ext. Plate Lamps 
8” 24" 10" = 416"x18" 1-150 W 


10” 30" 12” 436’x16” 1-200 W 
12” 36” 14” 439’x19” 1-300 W 


Cat. 
No. 


CH361 10” 17” 6’ 1-150 W 
CH362 12” 20" 6’ 1-200 W 
CH363 14” 23” 10’ 1-300 W 


Cat. 
No. 


D9199 9” 16” 


POCKET LANTERN 


PENDANT LANTERN 


Cat. Body Length 

No. Dia. O. A. Lamps 
D8719 16” 30” 3-100 W 
D8720 20" 42” 6-150 W 
D8721 24” 48” 6-200 W 


PENDANT LANTERN 


Body Body Length 
Dia. Length O.A. Lamps 


CEILING TYPE 
Cat. Roof 
No. Dia. Depth Lamps 
D6371 14” 8” 2-100 W 
Ds718 =«16” 9” 2-150 W 


NAVE LANTERN 


Cat. Body Body Length 
No. Dia. Length 0. A. Lamps 


D6373 10” 18” 6’ 1-200 W 

D6374 12” 23” 10’ 1-200 & 3- 60 W 
D6375 14” 25” 10’ 1-300 & 3- 75 W 
D6376 16” 29” 10’ 1-500 & 3-100 W Cat. 


BRACKET LANTERN 


Roof Height Wall 
Width Height Ext. Lamps ‘Access Doors f Rel > No. Dia. O.A. Ext. Plate Lamps 
D8724 734" 18” 4” 1100 W SiS eRe: CHM45 8" 1914" 914'414/"x11" 1-100 W 
44" 2-100 W 


CHI155 11” 25” 1314" 416’'x14" 1-150 W 


CEILING AND PENDANT TYPE 


Cat. Body Length 

No. Type Dia. O.A. Lamps 
CH349 Pendant 1514” 4’ 3-100 W 
CH350 Ceiling 1514” 15” 3-100 W 


NAVE LANTERN 


Cat. Body Body Length 

No. Dia. Length O.A. Lamps 

7170 aN SOA! 10’ 1-200 & 3- 60 W 
7171 pe eS id 10’ 1-300 & 3- 75 W 
7172 16” 43” 10’ 1-500 & 3-100 W 


Removable louver bottom. 


PENDANT LANTERN 
Cat. Body Body Length 
No. Dia. Length O.A. Lamps 
7168 14" 20” 48” 1-150 W 
7169 10” 24” 48” 1-200 W 


CEILING TYPE 


Cat. Body 


No. Dia. Depth Lamps 


7176 «12" =” 2-7 


5 W 


7177-14” 534" 2-100 W 


7178) To" 7!’ 


BRACKET LANTERN 
Cat. Body Height Wall 
No. Dia. O. A. Ext. Plate 
CH238 614” 17” 914" 414¢"x11 34" 
CH239° 88” 21” 11" ~414"'x144' 
CH240 10” 28” 13” 414’'x20” 


POCKET TYPE 


Cat. Body Body 
No. Dia. Length Ext. 


71670 T4612" 4” 
Lamp: 1-100 W 


2-150 W 


Lamps 
" 1-100 W 
" 1-150 W 
1-200 W 


CEILING TYPE 


Cat. Body 
No. Dia. Depth Lamps 


CH267 14” 8” 2-100 W 


ILLUMINATED CROSS 

Cat. 

No. Length Width Depth Lamps 
CH185 29" 18” 5’ 6-15 W 
CH186 38’ 24" 5” 6-15 W 
CH187 48" 30” 5” 10-15 W 


Metal Sides and Back. 
Hinged Door for Relamping. 


SANCTUARY REFLECTOR 


Cat. Body Height Wall 
No. Dia. 0. A. Ext. Plate 


7034 Be 24” 12” 414''x29"" 


Equipped with two mirrored glass reflectors. 
Wired for two—150 W. Lamps. Open back. 


PENDANT LANTERN 
Cat. Body Length 
No. Dia. OA. Lamps 
CH264 = 16” 8’ 3-100 W 
CH265 24” 10’ 6-150 W 
CH266 30” 10/ 6-200 W 


CEILING TYPE 


Cat. Body 

No. Dia. Depth Lamps = 

CH356 12” 14” 41-150W u. $s. Paterit Office 
mY ‘25 11953 
Decicn Division 


SANCTUARY LIGHT 


Cat. Extreme Length 
No. Dia. O. A. 
7025 12” 10’ 


NAVE LANTERN 


Finish: Rich Gold 
Glass: 8-Day Ruby Globe 
Can be wired for two lights on request. 


Cat. Body Body Length 
No. Dia. Length O.A. Lamps 


CH256 10” 19” 6’ 1-200 W 
CH257 12” 31” 10’ 1-200 & 3- 60 W 


CORNER SANCTUARY REFLECTOR 


CH258 14” 35” 10’ 1-300 & 3- 75 W a Glass SEMI-FLUSH CEILING TYPE 
CH259 16” 41” 10’ 1-500 & 3-100 W 7 F I I 
ANTER: 7150 8” Directional Plates as shown ae ae eee =e 
BRACKET LANTERN (Access Doora for Relamping, EOCKE AES NEERN Fil. ‘Feromcioic Ditowty Clam No. Size Size Depth Lamps 
c Body Heigh eae it ye QI 1088 10’ sq. 814’'sq. ad 1-100 W 
a ae No. Width Height Ext. Angle—8” x 8 a 7m ” 
RS GR Ole Es dies Devth—en 1089 13%""sq. 12"sq. 5” 75 W 
” ” CH268 714” 1234" 4” P' m i : i 
CH269° 8" 17 13” 1-150 W Length—32” Finish: Satin Nickel - Hinged Front 


CH270 10” 21” 14” 1-200 W Lamp: 1-100 W Lamps—3-150 Watt Glass: Cast Prismatic - Chrome Reflector 


Catalog No. CH340 Design — 
Nave and Auditorium Lantern. 


Technical Data and Price Information 
furnished on request. 


Available in Various Sizes. 
Give Details of Requirements. 


BRACKET LANTERN 


Cat. Body Height Wall 

No. Size O. A. Ext. Plate 

7609 8” 18” 1044” 4 4"x12"” Citi 
perras Gaegg © haga ay. cs. Patent ottioe 


MAY 25 1053 


BRACKET LANTERN 


Cat. Body Length 
No. Dia. O. A. Ext. 


CH220 10” 20. 16” 
Lamp: 1-200 W 


Cat. No. 7053—LANTERN AND STANDARD BRACKET LANTERN 
Roof Size: 12’ Dia. 
Cat. Roof i 
Lantern Height: 29” No. Dis. WAS Ext. ae 
Height overall: 89’ aOnd, 27 30” 14” 414"x21" 


Cast Base: 1214” Dia. 
Column: 3” O. D. 
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